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|  Outdoor Unit « RXB-C

1 Features

¢ Heat pumps are all-in-one heating & cooling solutions for residential ¢ QOutdoor units for pair application
& commeleIaI applications. They extract therrngl energy frgm the - Wide range of units offers maximum application potential
ambient air and are therefore more energy efficient and emit far less

CO2 than comparable fossil fuel based boiler systems. « Daikin outdoor units are neat, sturdy and can easily be mounted on a

. . . . . . roof or terrace or simply placed against an outside wall
« Daikin outdoor units are equipped with an anti-corrosion treated heat

exchanger (blue fin) which ensures greater resistance to the most
severe weather conditions

DAIKIN

A
=
INVERTER

Inverter

| « Split - Sky Air » RXB-C



| * Outdoor Unit « RXB-C

2 Specifications

2-1 Capacity and Power input FTXB20C/RXB20C | FTXB25C/RXB25C | FTXB35C/RXB20C | FTXB50C/RXB50C | FTXB60C/RXB60C
Indoor unit FTXB20C FTXB25C FTXB35C FTXB50C FTXB60C
Outdoor unit RXB20C RXB25C RXB35C RXB50C RXB60C
Cooling capacity Min. kw 13 1.630 1.750
Btu/h 4,400 5,600 6,000
kcal’lh 1,120 1,411.18 1,511.97
Nom. kW 2.0 (1) 2.5 (1) 33(1) 5.480 (1) 6.230 (1)
Btu/h 6,800 (1) 8,500 (1) 11,300 (1) 18,700 (1) 21,300 (1)
keallh 1,720 (1) 2,150 (1) 2,840 (1) 4,712.3 5,367.51
Max. kw 2.6 3.0 3.8 6.200 6.500
Btu/h 8,900 10,200 13,000 21,200 22,200
kcal’lh 2,240 2,580 3,270 5,342.31 5,594.31
Heating capacity Min. kw 13 1.170 1.200
Btu/h 4,400 4,000 4,100
kcal’lh 1,120 1,007.98 1,033.18
Nom. kW 25 (1) 2.8(1) 35(1) 5,620 (1) 6.400 (1)
Btu/h 8,500 (1) 9,600 (1) 11,900 (1) 19,200 (1) 21,800 (1)
keallh 2,150 (1) 2,410 (1) 3,010 (1) 4,838.32 549351
Max. kw 35 4.0 4.8 6.600 7.100
Btu/h 11,900 13,600 16,400 22,500 24,200.0
kcal’lh 3,010 3,440 4,130 5,669.9 6,098.3
Power input Cooling Min. kw 0.310 0.290 0.280
Nom. kW 0510 (1) 0.770 (1) 1.030 (1) 1.700 (1) 1.931 (1)
Max. kw 0.720 1.050 1.300 1.910 2.000
Heating Min. kw 0.250 0.290 0.240
Nom. kW 0.600 (1) 0.700 (1) 0.940 (1) 1.500 (1) 1.680 (1)
Max. kw 0.950 1.110 1.290 1.880 2.000
Space cooling Capacity Pdesign kw 2.00 2.50 3.30 5.48 6.23
Energy efficiency class A+
SEER 5.98 6.02 6.05 5.93 6.09
Annual energy consumption kWh/a 117 145 191 324 359
A Condition (35°C - | Pdc kw 2.00 2.50 3.30 5.48 6.23
2119) EERd 3.94 3.25 321 319 3.23
Power input kw 0.51 0.77 1.03
B Condition (30°C - | Pdc kw 1.56 1.84 2.43 4.03 4.58
2119) EERd 5.71 521 5.42 498
Power input kw 0.27 0.35 0.45
C Condition (25°C - | Pdc kw 1.22 1.60 2.57 2.94
2119) EERd 7.43 7.70 6.87 7.07 7.76
Power input kw 0.16 0.23
D Condition (20°C - | Pdc kw 1.15 1.20 2.26 241
2119) EERd 9.25 9.05 9.75 10.38 10.23
Power input kw 0.12 0.13 0.12
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| » Qutdoor Unit « RXB-C

2 Specifications

2-1 Capacity and Power input FTXB20C/RXB20C | FTXB25C/RXB25C | FTXB35C/IRXB20C | FTXBS0C/RXBSOC | FTXBSOC/RXBGOC
Space heating Capacity | Pdesign kw 2.20 240 2.80 3.64 3.80
(Average climate) Energy efficiency class A+
SCOP/A 4.10 4.01 4.06 427 4.06
SCOPnet/A 4.15 4.06 411 4.32 412
Annual energy consumption kWh/a 751 838 966 1,195 1,311
Required back up heating cap at design | kW 0.39 042 0.50 0.69 0.72
conditions
TOL Tol (temperature | °C -15 -14
operating limit)
Pdh (declared | kw 159 172 1.99 258 27
heating cap)
COPd (declared COP) 2.46 231 2.12 243 2.47
Power input kw 0.65 0.74 0.94
TBivalent Thiv (bivalent °C -7
temperature)
Pdh (declared kw 1.95 2.13 2.48 3.22 3.36
heating cap)
COPd (declared COP) 2.60 241 2.22 2.76 2.86
Power input kw 0.75 0.88 112
A Condition (-7°C) | Pdh (declared kw 1.95 2.13 2.48 3.22 3.36
heating cap)
COPd (declared COP) 2.60 241 2.22 2.76 2.86
Power input kw 0.75 0.88 112
B Condition (2°C) | Pdh (declared kw 1.18 1.29 151 1.92 2.03
heating cap)
COPd (declared COP) 4.20 4.03 4.27 4.52 431
Power input kw 0.28 0.32 0.35
C Condition (7°C) | Pdh (declared kw 0.90 0.89 1.00 1.33
heating cap)
COPd (declared COP) 5.37 5.40 5.55 5.04 4.60
Power input kw 0.17 0.16 0.18
D Condition (12°C) | Pdh (declared kw 1.02 1.10 1.58 1.56
heating cap)
COPd (declared COP) 6.45 6.48 5.72 6.24 5.63
Power input kw 0.16 0.19
Piping connections Drain oD mm 18
Gas oD mm 9.5
Heat insulation Both liquid and gas pipes
Liquid oD mm 6.35
Current Nominal running Cooling A 25 3.82 55 7.51 8.52
current (RLA) - 50Hz | Heating A 3.0 32 47 6.65 7.46
Pto (Thermostat off) W 21.0 28.0 51.6
Cooling Cdc (Degradation cooling) 0.25
Heating Cdh (Degradation heating) 0.25
Cooling function included Yes
Heating function included Yes
Average climate included Yes
Cold season included No
Warm season included No
Ecolabel logo - No
Nominal efficiency EER 3.94(2) 3.25(2) 321(2) 3.22(2) 3.23(2)
CoP 419 (2) 4.01(2) 371(2) 375(2) 381(2)
Annual energy consumption kWh 254 385 514 851 964
Energy labeling Cooling A
Directive Heating A
Power consumptionin | Crankcase heater | PCK W 0.0
other than active mode
mode Off mode POFF w 1.0 6.4
Standby mode Cooling | PSB W 2.0 6.4
Heating | PSB w 2.0 6.4
| « Split - Sky Air » RXB-C




| * Outdoor Unit « RXB-C

2 Specifications

Notes

(1) Nominal efficiency: cooling at 35°/27° nominal load, heating at 7°/20° nominal load
(2) EER/COP according to Eurovent 2012, for use outside EU only

2-2 Technical Specifications RXB20C RXB25C RXB35C RXBS0C RXB60C
Capacity control Method Inverter controlled
Casing Colour Ivory white
Dimensions Unit Height mm 550 753
Width mm 658 855
Depth mm 275 328
Packed unit Height mm 616 793
Width mm 790 990
Depth mm 360 415
Weight Unit kg 28 30 44
Packed unit kg 31 33 -
Packing Weight kg 3 -
Heat exchanger Length mm 670 647 -
Rows | Quantity 1 2
Fin pitch mm 14 -
Face area m? - 0.62
Stages | Quantity 24 -
Tube type a7 Hi-XA -
Tube material - Seamless Inner Grooved Copper
Tube diameter mm - 7
Fin Type Waffle fin (PE) Aluminium (Corrugated)
Compressor Model 1YC23AUXDC -
Type Hermetically sealed swing compressor Hermetic swing
Output w 750 -
Qil Type - Daphne FVC50K (Ether Oil)
Fan Type Propeller fan
Air flow rate Cooling | High m¥/min 29.2 27.6 -
cfm 1,030 975 -
Nom. | m3/min - 50.88
cfm - 1,796
Heating | High m¥/min 26.2 245 -
cfm 927 865 -
Nom. | m3/min - 50.88
cfm - 1,796
Fan motor Model D50Q-28 Induction
Index of Protection - 23
Insulation grade - F
Poles - 8
Output w 50 61
Drive - Direct drive
Speed Cooling | High rpm 840 -
Low pm 720 -
Heating | High rpm 840 -
Low pm 720 -
Sound power level Cooling dBA 60 62 64 65
Heating dBA 61 62 -
Sound pressure level | Cooling High dBA 46 48 -
Nom. dBA - 51
Heating High dBA 47 48 -
Nom. dBA - 51
Operation range Cooling Ambien | Min. °CDB -10
t Max. |°CDB 46
Heating Ambien | Min. °CWB -15
t Max. |°CWB 18
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¢ Qutdoor Unit « RXB-C

2 Specifications

2-2 Technical Specifications RXB20C RXB25C RXB35C RXB50C RXB60C
Refrigerant Type R-410A
Charge kg 0.74 1.0 1.45
TCO4eq 15 21 3.0
GWP 2,087.5
Piping connections Liquid Type Flare valve
oD mm 6.35
Gas Type Flare valve
oD mm 9.5 12.70 15.90
Drain oD mm 18
Piping length OU - IU | Max. m 30
System | Chargel | m 7.5
ess
Heat insulation Both liquid and gas pipes
Refrigerant oil Charged volume | | 0.375
Type FVC50K
Standard Accessories : Drain plug (only heat pump models); Quantity : 1;
Standard Accessories : Installation manual; Quantity : 1;
Standard Accessories : Refrigerant charge label; Quantity : 1;
Standard Accessories : Multilingual fluorinated greenhouse gases labels; Quantity : 1;
2-3 Electrical Specifications RXB20C RXB25C RXB35C RXB50C RXB60C
Power supply Name Vi
Phase 1~
Frequency Hz 50
Voltage \ 220-240
Current - 50Hz Maximum fuse amps (MFA) A 16
Current Nominal running Cooling A 2.34 3.69 5.34
current (RLA) Heating A 2.82 3.05 452
Starting current Cooling A 3.0 3.7 5.2
Heating A 3.0 3.7 5.2
Notes

SL: The silent fan level of the air flow rate setting

Contains fluorinated greenhouse gases
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¢ Qutdoor Unit « RXB-C

Electrical data
3 -1 Electrical Data

RXB20-35C
Unit combination restrictions Power supply comp OFM IFM
Indoor Outdoor 1 2 3 MCA | MFA| RHz |RLA| kW | FLA | kW | FLA
50 220 MAX. 50Hz 264V
FTXB25B1V1 RXB25B6V19 so | 20 | e | 13,71 16 | 68 |3,00/0,033| 0,17 | 0,016 | 0,12
50 240
S0 220 MAX. 50Hz 264V
FTXB35B1V1 RXB35B6V19 so | 20 | e | 13,71 16 | 71 |3,92|0,033| 0,17 | 0,016 0,12
50 240
s 220 MAX. 50Hz 264V
ATXN25NV1B7 ARXN25N6V1B9 s | 20 | eniien | 8,44 | 16 | 48 |3,30|0,041| 0,36 | 0,018 | 0,19
50 240
0 220 MAX. 50Hz 264V
ATXN35NV1B7 ARXN35N6V1B9 so | 20 | e | 969 | 16 | 70 |5,20|0,041| 0,34 | 0,018 | 0,21
50 240
0 220 MAX. 50Hz 264V
ATXN25NV1B9 ARXN25N6V1B9 so | 20 | e | 8,44 | 16 | 48 |3,30|0,041| 0,36 | 0,018 0,19
50 240
50 220 MAX. 50Hz 264V
ATXN35NV1B9 ARXN35N6V1B9 so | 20 | e | 969 | 16 | 70 |5,20/0,041| 0,34 | 0,018 0,21
50 240
s 220 MAX. 50Hz 264V
FTXB20C2V1B RXB20C5V1B9 so | a0 | e | 13,71 16 | 36 |2,20/0,033| 0,17 | 0,016 | 0,12
50 240
0 220 MAX. 50Hz 264V
FTXB25C2V1B RXB25C5V1B9 o | 230 | wweonaee | 13,71 16 | 48 |3,20/0,033| 0,17 | 0,016 | 0,12
50 240
0 220 MAX. 50Hz 264V
FTXB35C2V1B RXB35C5V1B9 so | 20 | et 13,71 16 | 70 |4,70|0,033| 0,17 | 0,016 | 0,12
50 240
0 220 MAX. 50Hz 264V
ATX20J3V1B ARX20K5V1B9 so | 20 | e | 13,71 16 | 36 |2,20/0,033| 0,17 | 0,016 | 0,12
50 240
S0 220 MAX. 50Hz 264V
ATX25J3V1B ARX25K5V1B9 so | 20 | e | 13,71 16 | 48 |3,20/0,033| 0,17 | 0,016 | 0,12
50 240
s 220 MAX. 50Hz 264V
ATX35J3V1B ARX35K5V1B9 so | a0 | e 113,71 16 | 70 |4,70|0,033| 0,17 | 0,016 0,12
50 240
0 220 MAX. 50Hz 264V
ATXB25C2V1B ARXB25C5V1B9 5o | 230 | veomacey | 13,71| 16 | 48 |3,20(0,033| 0,17 | 0,016 | 0,12
50 240
0 220 MAX. 50Hz 264V
ATXB35C2V1B ARXB35C5V1B9 so | 20 | e | 13,71 16 | 70 |4,70|0,033| 0,17 | 0,016 | 0,12
50 240
50 220 MAX. 50Hz 264V
FTX20K2V1B RX20K5V1B9 50 230 MIN:SOH;lQSv 14,00 16 36 |(2,20|0,033( 0,17 | 0,022 | 0,20
50 240
s 20 MAX. 50Hz 264V
FTX25K2V1B RX25K5V1B9 so | 20 | e | 14,00 16 | 48 |[3,20(0,033| 0,17 [ 0,022 | 0,20
50 240
0 220 MAX. 50Hz 264V
FTX35K2V1B RX35K5V1B9 50 230 M,NfSOHflggv 14,00 16 70 |4,70|0,033( 0,17 | 0,028 | 0,23
50 240
0 220 MAX. 50Hz 264V
ATX20K2V1B ARX20K5V1B9 50 20 | insonziesy | 14,00 [ 16 36 |2,20(0,033| 0,17 | 0,022 | 0,20
50 240
50 220 MAX. 50Hz 264V
ATX25K2V1B ARX25K5V1B9 so | 20 | e | 14,00 16 | 48 |[3,20(0,033| 0,17 | 0,022 | 0,20
50 240
50 220 MAX. 50Hz 264V
ATX35K2V1B ARX35K5V1B9 so | 20 | ey | 14,00 16 | 70 |4,70|0,033| 0,17 | 0,028 | 0,23
50 240
Symbols
1 Hz OFM  Outdoor fan motor
2 Voltage IFM  Indoor fan motor
3 Voltage range FLA  Full Load Ampere (A)
MCA Minimum Circuit Ampere (A) kW  Fan motor rated output [kW]
MFA Maximum Fuse Ampere (A) RHz Rated operating frequency [Hz]
RLA Rated load amps [A]
Notes
1 The -RLA- is based on the following conditions.
Indoor temperature -27-°CDB / -19-°C WB
Outdoor temperature -35-°C DB
2 Select the wire size according to the MCA.
3 The maximum allowable voltage that is unbalanced between phases is -2:%.
4 Use a circuit breaker instead of a fuse.
3D106480A
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3 Electrical data
3 -1 Electrical Data

RXB50-60C
Representative unit combination Power supply Comp. OFM M

Indoor unit Outdoor unit Hz-volts Voltage range MCA MFA RHz RLA W FLA W FLA
50- 220

FIXBS00V B RYBS0CV1B 50-230 Mat 2z 2680 20 0 % 634 61 077 40 032
50 - 240 n. Sz
0-20 Max. 500z 264V

FIXB60CV1B RXBBOCV1B 50- 230 a. 20 2 8 1 61 077 ) 056

Min. 50Hz 198V
50 - 240
ElectricalData_FTXB-C_2015-01-29
SYMBOLS

MCA  : Min. Circuit Amps. (A)
MFA @ Max. Fuse Amps (A)

RLA . Rated Load Amps. (A)

OFM . Outdoor Fan Motor.

IFM . Indoor Fan Motor.

FLA : Full Load Amps. (A)

W : Fan Motor Rated Output (W)
RHz : Rated operating frequency (Hz)
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4 Capacity tables
4 -1 Cooling/Heating Capacity Tables

FTXB20C + RXB20C
AFR 9,1
BF 0,24
Cooling 220-240V 50Hz
3
1 2
20 25 30 32 35 40
TC [SHCT P [ TC JsHCT P | 7C JsHC] P | TC JsHCT P [ TC TSHCT P | TC JSHCT PI
20 14 2,05 [1,71[0,44 | 1,96 | 1,67 | 0,48 | 1,86 | 1,62 [ 0,52 [ 1,83 [ 1,61 [ 0,54 [ 1,77 | 1,58 | 0,56 | 1,68 | 1,54 | 0,60
22 16 2,14 | 1,68 0,44 | 2,05 1,64 0,49 1,95 1,60 [0,553 1,92 1,59 [0,54 | 1,86 | 1,56 [0,57 [1,77 [1,52 0,61
25 18 2,23 [1,79]0,45]2,14 1,75 0,49 [ 2,05 [1,71 0,53 [ 2,01 [ 1,70 [ 0,54 | 1,95 | 1,68 | 0,57 [ 1,86 [ 1,64 [ 0,61
27 19 2,28 [1,91]0,45]2,19]1,88]0,49[2,09[1,84 0,53 [2,06 [ 1,83 0,55 J2,00]1,80]0,51 ] 191177 0,61
30 22 2,42 [1,85]0,45]2,32]1,82]0,49]2,23[1,79[0,53[2,29[1,78 0,55 2,14 | 1,76 | 0,57 | 2,05 [1,73 [ 0,61
32 24 2,51 [1,81]0,45[2,42]1,78 0,49 1232 1,76 [0,54 2,29 11,74 | 0,55 [ 2,23 1,73 ] 0,58 [ 2,14 [ 1,70 [ 0,62
| AFR 9,4
Heating 220-240V 50Hz
4
1
-10 -5 0 6 10
Tc]plTcl P lTcTPeTC]TP]TCTPI
15 1,68 | 0,51 [1,97 | 0,53 ]2,25 0,56 | 2,59 [ 0,59 | 2,81 | 0,61
20 1,60 | 0,52 [ 1,88 10,55 [2,16 [ 0,57 ] 2,50 [ 0,60 | 2,73 | 0,62
22 1,56 | 0,53 [ 1,84 [ 0,55 [2,13]0,58 [ 2,47 [ 0,61 [ 2,69 | 0,62
24 1,53 10,53 1,810,556 [2,09]0,558 2,43 ]0,61 2,66 | 0,63
25 1,51 ] 0,54 1,79 [ 0,56 [2,07 [ 0,58 [ 2,41 0,61 [2,64 | 0,63
27 1,48 10,54 1,76 [ 0,57 [2,04 [ 0,59 [ 2,38 [ 0,62 [ 2,61 | 0,64

Notes
1. The capacities are based on the following conditions:
Corresponding refrigerant piping length: 5.0 m
Level difference: Om

2. The bold cells indicate the standard conditions.

Rated operating frequency [Hz]

Symbols

TC: Total capacity [kW]

Pl: Power input [kW]
SHC: Sensible heat capacity [kW]
AFR: Air flow rate [m3/min]

BF: Bypass factor

1 Indoor air temperature [°C DB]
2 Indoor air temperature [°C WB]
3 Outdoor air temperature

[°C DB]

4 Outdoor air temperature
[°C WB]
3D093266A
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4 Capacity tables
4 -1 Cooling/Heating Capacity Tables

FTXB25C + RXB25C
AFR 9,2
BF 0,29
Cooling 220-240V 50Hz
3
1 2
20 25 30 32 35 40
TC [SHC] P [ T JsHCT P | 7C JSHCT pI | TC [sHC] Pr | TC TsHCT P | TC [SHCT PI
20 14 2,15 11,72 [ 0,57 | 2,15 [ 1,72 ] 0,64 [ 2,15 | 1,72 | 0,72 [ 2,15 | 1,72 | 0,75 | 2,15 [ 1,72 ] 0,79 | 2,10 | 1,69 [ 0,86
22 16 2,68 | 1,89 [0,62 | 2,56 [1,83 | 0,68 [2,44 1,78 0,74 [ 2,40 [1,76 [ 0,76 [ 2,33 [ 1,72 [ 0,80 [ 2,21 [ 1,67 [ 0,86
25 18 2,79 | 1,98 [0,63 2,68 [1,93 0,68 2,56 | 1,88 0,74 | 2,51 [ 1,86 [ 0,77 [ 2,44 | 1,83 [ 0,80 [ 2,33 [ 1,78 [ 0,86
27 19 2,85 [ 2,09 [0,63 12,73 12,04 [0,68]2,62199]0,75[257[1,97]0,77]2,50]1,94 0,77 ]2,38 | 1,90 | 0,86
30 22 3,02 [2,02 [0,63 291 [1,97 0,69 [2,79]1,93 0,75 2,74 [1,91 0,77 [ 2,67 | 1,89 [ 0,80 | 2,56 | 1,85 [ 0,87
32 24 3,14 | 1,96 [ 0,64 | 3,02 [1,92]0,69 [2,90 | 1,89 [0,75 | 2,86 [ 1,87 ] 0,78 [ 2,79 | 1,85 [ 0,81 | 2,67 | 1,81 [ 0,87
| AR 9,7
Heating 220-240V 50Hz
4
1
-10 5 0 6 10
clplTcreTcTrlTcT P [TCT P
15 1,88 10,59 | 2,20 [ 0,62 | 2,52 | 0,65 | 2,90 | 0,68 | 3,15 | 0,71
20 1,79 [ 0,61 [ 2,10 [0,64 | 2,42 [ 0,67 [2,80 10,70 13,05 | 0,72
22 1,75 [ 0,62 [ 2,07 [0,64 [ 2,38 [ 0,67 [2,76 | 0,71 [3,01 [ 0,73
24 1,71 (0,62 [ 2,03 [ 0,65 | 2,34 [0,68 | 2,72 [0,71 | 2,98 [ 0,74
25 1,69 [ 0,62 | 2,01 [ 0,65 2,32 0,68 2,70 [0,72]2,96 [ 0,74
27 1,65 10,63 | 197 [0,66 2,29 [0,69 | 2,66 [0,72]2,92 [ 0,74

Notes
1. The capacities are based on the following conditions:
Corresponding refrigerant piping length: 5.0 m
Level difference: Om
2. The bold cells indicate the standard conditions.

Rated operating frequency [Hz]

Symbols

TC: Total capacity [kW]

Pl: Power input [kW]
SHC: Sensible heat capacity [kW]
AFR: Air flow rate [m3/min]

BF: Bypass factor

1 Indoor air temperature [°C DB]
2 Indoor air temperature [°C WB]

3 Outdoor air temperature
[°C DB]

4 Outdoor air temperature

["CWB] 3D093267A
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4 Capacity tables
4 -1 Cooling/Heating Capacity Tables

FTXB35C + RXB35C

AFR 9,3
BF 0,25
Cooling 220-240V 50Hz
3
1 2
20 25 30 32 35 40
TC [SHC] P [ TC TSHCT P | TC JsHCT P [ TC [SHCT P | 7C JSHCT P | TC TSHCT Pi
20 14 2,30 [1,83 0,72 2,30 | 1,83 0,82 [ 2,30 [ 1,83 [ 0,90 | 2,30 | 1,83 ] 0,93 [ 2,30 [ 1,83 ] 0,97 | 2,30 [ 1,83 [ 1,04
22 16 3,07 [2,11]0,75]3,07[2,11]0,83 (3,07 [ 2,11 | 0,90 | 3,07 | 2,11 0,93 3,07 [ 2,11 | 0,97 [2,92]2,04 [ 1,05
25 18 3,68 [2,43]0,76 |3,53 12,36 [0,83[3,38 [ 2,29 0,91 3,322,226 [0,93]3,22[2,22]0,98 [3,07[2,15[ 1,05
27 19 3,76 [ 2,54 | 0,76 | 3,61 [ 2,48 [ 0,84 [ 3,45 [ 2,41 [0,91[3,39]2,38]0,94] 3,30 [ 2,34 | 1,03 | 3,15 [2,27 [ 1,05
30 22 3,99 [2,45]0,77 3,84 2,39 [0,84 [ 3,68 [ 2,32 [ 0,91 [3,62]2,30]0,94]3,53 [2,27 | 0,99 | 3,37 [2,21[1,06
32 24 4,14 12,38 10,77 3,99 [ 2,32 ] 0,85 | 3,83 [ 2,26 [ 0,92 [3,77 [ 2,24 [ 0,95 | 3,68 [ 2,21 [ 0,99 3,53 [ 2,16 [ 1,06
| AFR 10,1
Heating 220-240V 50Hz
4
1
-10 -5 0 6 10
TclpfTclpfTcTe [ TC] P TCTPI
15 2,36 [0,80 | 2,75 ] 0,83 3,15 | 0,87 | 3,62 | 0,92 | 3,94 | 0,95
20 2,24 [0,82]2,63]0,86 [3,03]0,89]3,50 [ 0,94 | 3,82 [ 0,97
22 2,19 (0,83 2,58 | 0,86 [ 2,98 | 0,90 ] 3,45 [ 0,95 [3,77 [ 0,98
24 2,14 [0,83]2,53]0,87]2,93]0,91]3,40 [ 0,96 [3,72]0,99
25 2,11 0,84 |2,51]0,88]2,90 |0,91]3,38]0,96 [3,70 0,99
27 2,07 [0,85 | 2,46 ] 0,89 | 2,86 | 0,92 13,33 0,97 [3,65 [ 1,00

Notes
1. The capacities are based on the following conditions:
Corresponding refrigerant piping length: 5.0 m
Level difference: Om
2. The bold cells indicate the standard conditions.

Rated operating frequency [Hz]

Symbols

TC: Total capacity [kW]

Pl: Power input [kW]
SHC: Sensible heat capacity [kW]
AFR: Air flow rate [m3/min]

BF: Bypass factor

1 Indoor air temperature [°C DB]
2 Indoor air temperature [°C WB]

3 Outdoor air temperature
[°C DB]

4 Qutdoor air temperature

[cwel 3D093270A
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| » Qutdoor Unit « RXB-C

4 Capacity tables
4 -1 Cooling/Heating Capacity Tables

FTXB50CV1B + RXB50CV1B

Cooling capacity table

AFR QOutdoor temperature
[cny EWB EDB 13°C 5°C 30°C H°C 40°C 46°C
TC SHC Pl TC SHC Pl TC SHC Pl TC SHC Pl TC SHC Pl TC SHC Pl
21°C 517 3,36 1,29 4,98 328 140 4,30 319 151 4,61 310 1,64 4,23 2,88 1,78 3,91 2,71 1,96
16°C 24°C 517 4,03 1,23 4,93 394 140 4,81 384 151 4,61 375 1,64 424 350 1,78 392 330 1,96
27°C 5,22 457 1,29 5,04 4,46 1,40 4,36 4,36 152 4,68 4,25 1,64 4,32 3% 1,73 4,02 371 1,97
30°C 538 5,38 1,30 522 5,22 141 5,06 5,06 153 4,30 4,90 1,66 4,54 4,59 1,80 4,75 4,25 1,99
24°C 5,70 314 1,31 550 306 142 5,30 2,98 154 509 2,90 1,67 4,68 2,70 1,81 4,32 2,54 2,00
418 19°C Z7°C 5,70 359 1,31 550 351 142 5,30 343 154 503 3,35 1,67 4,68 313 1,81 4,33 2,57 2,00
30°C 571 443 1,31 552 4,34 142 5,32 4,24 154 512 4,14 1,67 4,71 3,87 1,81 4,37 3,67 2,00
33°C 5,78 5,78 1,32 553 559 143 541 541 155 5,23 5,23 1,68 4,8 4,84 1,82 4,52 4,52 2,01
27°C 6,27 307 1,34 605 3,00 1,45 5,83 2,92 157 5,61 2,84 1,70 5,15 2,6 1,5 4,77 2,50 2,03
2 30°C 6,27 375 1,34 6,06 367 145 5,83 358 157 5,61 350 1,70 5,16 3,27 1,85 4,77 311 2,03
33°C 6,28 4,38 1,34 606 4,29 145 5,84 4,21 157 5,61 4,12 1,70 5,16 3,87 1,55 4,78 3,67 2,04
36°C 6,30 4,96 1,34 603 4,86 145 5,88 4,76 157 5,66 4,66 1,71 5,22 4,37 L5 4,86 4,14 204
21°C 538 351 1,30 518 342 141 4,99 3,33 153 478 323 1,65 4,39 3,01 1,79 4,06 2,83 1,98
s 24°C 5,33 4,26 1,30 5,20 4,16 141 500 406 153 4,80 396 1,66 4,41 3,69 1,80 4,08 348 198
27°C 546 4,84 1,31 5,27 4,72 141 5,09 4,60 153 4,51 446 1,66 453 4,15 1,80 4,22 3,88 1,99
a0°C 568 5,68 1,32 552 552 143 5,35 5,35 155 518 5,18 1,68 4,80 4,80 1,82 4,48 4,48 2,01
24°C 5,92 332 1,32 5,71 3,24 143 550 315 155 528 3,06 1,68 4,85 2,86 1,83 4,48 2,69 2,01
an 19%C 27°C 5,93 382 1,32 572 374 143 551 3,65 155 5,29 357 1,69 4,85 3,33 1,83 4,49 316 201
30°C 5,96 4,72 1,33 5,75 4,61 144 555 451 156 5,34 440 1,69 4,91 4,11 1,83 4,56 3,89 2,02
33°C 606 606 1,33 5,88 5,58 144 5,638 5,69 156 550 550 1,70 5,09 5,09 1,85 4,76 4,76 2,04
27°C 651 325 1,35 6,28 317 146 505 309 158 5,50 301 1,72 5,33 2,81 1,86 4,93 2,8 2,06
2 30°C 652 399 1,35 6,29 3,30 146 6,05 3,82 158 5,81 373 1,72 5,31 3,49 1,86 4,99 3,31 2,06
33°C 653 4,67 1,35 6,30 458 146 607 449 159 5,83 4,33 1,72 5,36 4,12 1,87 4,97 3,51 2,06
36°C 657 5,28 1,35 6,36 5,18 147 613 5,07 159 5,91 4,96 1,72 5,45 4,64 1,87 5,08 4,37 2,07
21°C 558 3,66 1,31 5,37 357 142 516 347 154 4,95 338 1,67 4,54 3,14 1,81 4,19 2,96 1,99
15 24°C 5,60 445 1,32 540 4,34 142 5,20 4,24 154 4,93 4,12 1,67 4,58 38 1,81 4,23 363 200
27°C 5,69 5,10 1,32 551 4,97 143 5,32 4,83 155 513 4,65 1,65 4,74 4,33 1,82 4,42 4,04 2,01
30°C 598 5,98 1,33 5,30 5,80 144 5,63 5,63 156 544 544 1,70 5,04 5,04 1,84 4,71 4,71 2,04
24°C 6,14 351 1,34 5,91 342 1,45 5,69 3,34 157 546 1,70 5,00 3,03 1,84 4,62 2,85 2,03
529 10°C 27°C 615 4,06 1,34 5,93 397 145 5,71 3,88 157 [iisas 1707 503 3,54 1,84 4,6 3% 2,03
30°C 65,21 5,00 1,34 5,99 4,89 145 577 4,78 157 555 1,70 5,11 4,5 1,55 4,74 4,10 2,04
33°C 6,34 634 1,35 615 15 146 5,96 5,96 158 577 1,72 53 5,3 1,87 5,00 5,00 206
27°C 6573 343 1,36 549 3,36 147 6,25 327 1,60 600 319 1,73 5,51 2,98 1,88 5,09 2,81 2,07
2 30°C 6,75 4,23 1,36 651 4,15 147 6,26 4,06 1,60 601 3,97 1,73 552 3,72 1,88 5,11 353 2,07
33°C 6,77 4,96 1,36 654 4,88 148 6,30 4,77 1,60 €05 4,67 1,74 557 4,37 1,88 5,16 4,15 2,07
36°C 6,33 5,60 1,37 6,62 5,50 148 6,39 5,38 1,61 616 5,25 1,74 5,63 4,89 1,89 5,31 4,61 2,09
| Remark | Notes

AFR:  Air flow rate(CFM)

EWB: Entering wet bulb temp. (°C)
EDB: Entering dry bulb temp. (°C)
TC:  Total cooling capacity (kW)
SHC:  Sensible heat capacity (kW)
PI: Power input

1 Ratings shown are gross capacities which do not include a deduction for indoor fan motor heat.
2 [ Shows nominal capacities.

3 Direct interpolation is permissible. Do not extrapolate.

4 Unitis able to operate at ambient from 0°C to 46°C without pressure trip.

Heating capacity table

Outdoor WB'C
Indoor -15 -10 -5 3] & 10
DE'C TC Pl iE Pl iE Pl TC Pl Pl TC Pl

16 2,82 108 350 1,16 4,18 1,23 4,86 1,31 1,33 522 1,45
13 273 113 347 121 316 128 4,34 1,36 145 513 151
) 276 118 344 1,26 313 133 3,51 141 A58 ele 156
21 2,75 1,21 343 1,29 4,11 1,36 4,79 144 5,15 1,59
= 273 124 342 131 3,10 133 478 146 155 513 L6
2 270 1,30 3,30 1,37 307 145 4,75 152 161 510 1,67

I Remark I Notes

EDB:  Entering dry bulb temp. (°C) 1 Ratings shown are gross capacities which do not include a deduction for indoor fan motor heat.

TG Total capacity (kW) 2 [ Shows nominal capacities.

PI: Power input (kW . o o
put (W) 3 Direct interpolation is permissible. Do not extrapolate.

PerformanceTable_FTXB-CV1B_2015-01-27_1
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| * Outdoor Unit « RXB-C

4 Capacity tables
4 -1 Cooling/Heating Capacity Tables

FTXB60CV1B + RXB60CV1B

Cooling capacity table

AFR QOutdoor temperature
{cEm) EWB EDB 15°C 5°C 30°C H°C 40°C 46°C
TC SHC Pl TC SHC Pl TC SHC Pl TC SHC Pl TC SHC Pl TC SHC Pl
21°C 5,87 4,05 147 567 394 159 546 3,53 1,72 5,24 372 1,36 4,81 3,47 2,02 4,44 3,26 2,23
15°C 24°C 5,88 4,24 147 5,67 4,73 159 546 4,62 1,72 5,25 451 1,86 4,82 4,21 2,02 4,46 3,97 2,23
27°C 5,93 543 147 5,73 5,37 159 553 5,24 1,72 5,32 5,11 1,87 4,51 4,75 2,03 457 4,46 2,24
30°C 611 611 148 5,94 5,94 1,60 576 5,76 1,73 557 557 1,88 5,16 5,16 2,05 4,83 4,83 2,26
24°C 648 378 149 625 368 1,61 602 358 175 5,78 348 1,90 5,32 3,24 2,08 4,91 306 227
507 19°C Z7°C 648 4,32 143 626 4,22 1,61 603 4,13 175 5,79 4,03 1,90 5,32 377 2,06 4,92 357 2,27
30°C 649 5,33 149 527 5,22 1,61 505 5,10 1,75 5,82 4,98 1,90 5,36 4,66 2,08 4,97 4,41 2,27
33°C 657 657 149 6,36 636 1,62 615 615 1,76 5,34 5,94 1,51 5,50 5,50 2,07 5,14 5,14 2,29
27°C 713 3,70 152 6,88 361 1,64 6,63 352 1,78 6,37 342 1,93 5,85 3,19 2,10 5,42 3,00 2,31
2 30°C 713 451 152 6,88 441 1,64 6,63 4,31 1,78 6,37 4,21 1,93 5,85 34 2,10 543 3,73 2,31
33°C 718 5,26 152 6,39 5,16 1,64 6,64 5,06 1,78 6,38 4,9 1,93 5,87 4,65 2,10 5,44 4,42 2,31
36°C 716 5,97 152 692 5,85 1,65 6,68 5,73 1,79 644 5,60 1,9 5,9 5,5 2,10 5,52 4,58 232
21°C 611 4,22 148 5,89 411 1,60 567 4,00 1,73 544 3,89 1,88 4,99 3,62 2,04 4,60 3,41 25
16°C 24°C 613 512 148 5,91 5,00 1,60 5,63 4,88 1,74 546 4,76 1,88 5,02 4,44 2,04 4,64 4,13 25
27°C 6,20 5,82 148 500 5,68 1,61 5,79 553 1,74 558 5,37 1,89 5,15 4,59 206 4,80 4,67 2,26
a0°C 646 646 149 6,28 628 1,62 608 608 1,76 5,39 5,29 1,51 5,45 5,45 2,07 5,10 5,10 2,29
24°C 6,73 399 150 649 389 1,63 6,25 379 1,76 6,00 3,69 1,51 5,51 3,43 2,08 5,09 3,24 2,29
. 19%C 27°C 675 4,60 150 650 4,50 1,63 6,26 4,39 1,77 601 4,29 1,51 552 4,01 2,08 5,11 3,80 2,23
30°C 678 5,67 151 654 555 1,63 6,31 542 1,77 507 5,29 1,92 559 4,55 2,08 5,18 4,67 2,29
33°C 6,83 6339 151 668 668 1,64 647 647 178 625 625 1,93 5,79 5,79 2,10 542 5,42 231
27°C 740 EER 153 714 382 1,66 6,37 372 1,80 6,60 3,62 1,% 6,06 3,38 212 5,61 319 2,33
2 30°C 741 4,80 1583 715 4,70 1,66 6,38 459 1,80 6,61 448 1,% 607 4,20 2,12 5,62 3,99 2,33
33°C 742 5,62 153 716 551 1,66 6,30 5,40 1,80 6,63 5,28 1,% 6,10 4,56 212 5,6 4,71 2,34
36°C TAT 635 154 7,23 623 1,67 6,7 10 1,81 620 5,58 213 5,78 5,26 25
21°C 6,34 4,40 149 511 4,29 1,61 5,87 4,18 1,75 5,16 3,78 206 4,76 356 2,26
15 24°C 637 5,35 149 614 5,22 162 5,91 509 1,75 5,21 4,63 2,06 4,81 4,36 2,27
27°C 647 613 150 6,26 5,97 1,62 505 5,50 1,76 5,39 5,21 2,07 5,02 4,587 2,29
30°C 6,30 630 151 6,60 6,60 1,64 640 640 1,78 5,73 5,73 2,09 53 5,% 2,31
24°C 6,98 4,22 152 6,72 4,12 1,64 647 4,01 1,78 5,69 364 2,09 5,26 3,43 2,30
54 10°C 27°C 700 4,89 152 6,75 4,77 1,64 649 4,66 1,78 5,72 4,5 2,09 5,29 4,02 2,31
30°C 705 601 152 6,30 5,88 1,65 656 5,75 1,78 5,81 5,23 2,10 5,39 4,53 2,32
33°C 7,21 721 153 700 700 166 678 678 1,80 607 6,07 212 5,68 5,68 23
27°C 766 4,13 155 738 4,04 1,67 711 3,94 1,51 6,26 358 213 5,79 3,38 25
2 30°C 767 5,09 155 740 5,00 1,68 712 4,89 1,82 6,28 4,47 2,14 5,81 4,24 2,5
33°C 770 5,97 155 743 5,86 1,68 716 5,74 1,82 6,33 5,26 2,14 5,85 4,59 2,36
36°C 777 74 1,55 752 662 1,68 7,26 647 1,82 647 5,89 2,15 603 5,54 2,37
| Remark | Notes

AFR:  Air flow rate(CFM)

EWB: Entering wet bulb temp. (°C)
EDB: Entering dry bulb temp. (°C)
TC:  Total cooling capacity (kW)
SHC:  Sensible heat capacity (kW)
PI: Power input

1 Ratings shown are gross capacities which do not include a deduction for indoor fan motor heat.
2 [ Shows nominal capacities.

3 Direct interpolation is permissible. Do not extrapolate.

4 Unitis able to operate at ambient from 0°C to 46°C without pressure trip.

Heating capacity table

Outdoor WB'C
Indoor -15 -10 -5 3] & 10
DEC TC Pl iE Pl iE Pl TC Pl TC Pl iE Pl
16 3,21 1,21 3,98 1,29 4,76 1,37 554 146 547 156 7,08 1,63
13 318 1,26 35 135 4,73 143 551 152 543 162 705 1,63
) 314 132 332 141 3,70 149 547 158 [edn e 702 175
21 313 1,35 3,91 1,44 4,68 152 545 1,61 5,39 1,71 7,01 1,78
= 311 138 330 147 4,67 155 544 1,64 537 174 538 LEl
2 308 145 386 153 4,63 162 541 1,70 5,33 1,0 535 1,57
I Remark I Notes
EDB:  Entering dry bulb temp. (°C) 1 Ratings shown are gross capacities which do not include a deduction for indoor fan motor heat.
TG Total capacity (kW) 2 [ Shows nominal capacities.

PI: Power input (kW . o o
put (W) 3 Direct interpolation is permissible. Do not extrapolate.

PerformanceTable_FTXB-CV1B_2015-01-27_2
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| » Qutdoor Unit « RXB-C

5 Dimensional drawings
5-1 Dimensional Drawings
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| ¢ Qutdoor Unit « RXB-C

6 Centre of gravity
6 -1 Centre of Gravity
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| » Qutdoor Unit « RXB-C

6 Centre of gravity

6 -1 Centre of Gravity

RXB35C
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| * Outdoor Unit « RXB-C

7 Piping diagrams
7 -1 Piping Diagrams

RXB20-25C
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¢ Qutdoor Unit

* RXB-C

7 Piping diagrams
7 -1 Piping Diagrams

RXB50-60C
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¢ Qutdoor Unit « RXB-C

8 Wiring diagrams
8 -1 Wiring Diagrams - Single Phase

RXB20-35C

Wiring diagram

C1, G2, G400, C405 :CAPACITOR

,,,,,,,,,,,,,,,, | 710 FU3 VIR 1PM1
' lhi 208 o KIR s LR, W2 [ +
&E 1 - L[1]- BLK = ‘ ‘ BRN—| | ore
‘5%[ : il s ,%rvz 1o 1 @O T &
Outdoor &~ - RED S vs L] q c400 &
L= = i )E_ L ‘
N E — -
o |- g 0 K30R
- N2 . F1s u
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= E2
A I 540
P Lz 520 $90
[ e ] = 1 5 12 1 6
) . Outdoor AP
\TTTH\? \HTTTT\ $30
. —
NOTE: o e
1. REFER TO THE NAMEPLATE FOR THE POWER k I“H %% 2 e
REQUIREMENTS. o o [t WYL/
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ViR :DIODE BRIDGE PS
FU2, FU3 ‘FUSE QiM

IPM1, IPM2 - INTELLIGENT POWER MODULE R1T, R2T, R3T
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MiC :COMPRESSOR MOTOR

MiF :FAN MOTOR 2
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AP :PRINTED CIRCUIT BOARD 4TS
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:THERMISTOR
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F18 -S|
320@30, $40, §71, $80, S90 : CONNECTOR
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:TERMINAL STRIP
:FOUR WAY VALVE COIL
:THERMISTOR PTC

Y1E "ELECTRONIG EXPANSION
VALVE COIL
%II:C, 226, Z3C :FERRITE CORE

:NOISE FILTER
:PROTECTIVE EARTH
:EARTH

=

NOTES:
1. SIZE : LENGHT 105 x WIDTH 185.

2. REFER TO PURCHASING SPECIFICATION AS303002, UNLESS OTHERWISE SPECIFIED.
3. THIS DRAWING WAS DRAWN ON CAD SYSTEM.

3D451669B

RXB50-60C

-

Indoor coil
sensor

21c}

Wired controller /
Wifi gateway
(Optional)

[ b B
CIGIGIG

o
S

Notation

£ Fan motor

AS Air swing motor
Room sensor

Ferrite core

Field supply wiring

Selective
jumper

Power from outdoor:

Notation
e e L [z fse|@] [ ]w[S]
EXV:  Electronic expansion valve
MIC  Compressor motor [ [
MIF:  Fan motor [ o
OLP._ Overload protector + :
71C22CZ3C Ferrite core [ 11 ' QOutdoor unit
T | [
1 ! 1 [l
T T
[ [
[ [T
L | I
. ' ' ' TR N Power supply
' !
e T, L
1
1

WiringDiagram_FTXB5060CV1B_2015-01-26

¢ Split - Sky Air « RXB-C

19



20

9 Sound data

¢ Qutdoor Unit « RXB-C

9-1 Sound Pressure Spectrum

RXB20C
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Octave band centre frequency [Hz]

dBA = A-weighted sound pressure level (A scale according to IEC).

A Scale

B - High Fan speed

Location of microphone

im

Cooling Total dB

A B
dBA 46
Notes
1. Operating conditions: power source 220-240 V/220 V 50/60 Hz; JIS standard
2 . Background noise already taken into account.
3. Operating noise varies depending on operation and ambient conditions.
4 . The operation noise measuring method is in accordance with JISC9612.
5. Measuring location: anechoic chamber

Octave band centre frequency [Hz]

Heating Total dB
A B
dBA 47

3D092072D
RXB25C
Cooling mode Heating mode
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dBA = A-weighted sound pressure level (A scale according to IEC).
Cooling Total dB Heating Total dB
Fan speed
A B A B
dBA 46 dBA 47
Location of microphone
L im Notes
1. Operating conditions: power source 220-240 V/220 V 50/60 Hz; JIS standard
O 2 . Background noise already taken into account.
3 . Operating noise varies depending on operation and ambient conditions.
4 . The operation noise measuring method is in accordance with JISC9612.
5. Measuring location: anechoic chamber
3D092073D
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| * Outdoor Unit « RXB-C

Sound data

Sound Pressure Spectrum

RXB35C

Cooling mode

Heating mode
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dBA = A-weighted sound pressure level (A scale according to IEC).
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B - High Fan speed
A B A B
Location of microphone dBA 48 dBA 48
o im Notes
1. Operating conditions: power source 220-240 V/220 V 50/60 Hz; JIS standard
O 2. Background noise already taken into account.
3. Operating noise varies depending on operation and ambient conditions.
4. The operation noise measuring method is in accordance with JISC9612.
5. Measuring location: anechoic chamber
3D092074D
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| » Qutdoor Unit « RXB-C

9 Sound data
9-1 Sound Pressure Spectrum
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10  Operation range
10 - 1 Operation Range
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Notes
The graphs is based on the following conditions.
Corresponding refrigerant piping length: 5 m
Level difference: Om
Air flow rate High
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Daikin Europe N.V. Naamloze Vennootschap - Zandvoordestraat 300, B-8400 Oostende - Belgium - www.daikin.eu - BE 0412 120 336 - RPR Oostende

Daikin Europe N.V. participates in the Eurovent Certified
Performance programme for Liquid Chilling Packages
and Hydronic Heat Pumps, Fan Coil Units and Variable
Refrigerant Flow systems. Check ongoing validity of cer-
tificate: www.eurovent-certification.com

EUROVENT
- CERTIFIED
PERFORMANCE
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The present leaflet is drawn up by way of information only and does not constitute an offer binding

upon Daikin Europe N.V.. Daikin Europe N.V. has compiled the content of this leaflet to the best of its

WRQA knowledge. No express or implied warranty is given for the completeness, accuracy, reliability or fit-
f" ness for particular purpose of its content and the products and services presented therein. Specifica-
g tions are subject to change without prior notice. Daikin Europe N.V. explicitly rejects any liability for
2

any direct or indirect damage, in the broadest sense, arising from or related to the use and/or inter-

pretation of this leaflet. All content is copyrighted by Daikin Europe N.V.
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